10 



30 



CATV 




TEST 


SYSTEM 




METER 



Fig. 2 



10 



36 



CONVERTER 



RF INPUT 






RF FRONT 


IF 


BANDWIDTH 






END 




SELECTOR 



32 



34 




BASEBAND 



TEST METER 



DIGITAL 
MODULATION 
DECODER 



30 



Fig. 3 



10 



RF INPUT 



42 



RF FRONT 
END 



44 



46 



BANDWIDTH 
SELECTOR 



TEST METER 



BASEBAND 



48 



CONVERTER 



DIGITAL 
MODULATION 
DECODER 



r 

40 



Fig. 4 





50^ 






CONTROLLER 




OUTPUT 





10 



64 



66 



TUNER — DOWNCONVERTER 



RF FRONT END 



70 

J 



68 



FILTER 1 h n. 



62 



FILTER I^l ^to 
BANDWIDTH SELECTOR 



USER 
INTERFACE 




CONTROLLER 




/ t 



DATA 



74 



CONVERTER 



DIGITAL 
MODULATION DECODER 
(demodulator) & 

DATA ACQUISITION 



TEST METER 80 



76 



60 



Fig. 5 



92- 



94- 



96- 



98- 



100- 



102- 



COUPLE TEST METER 
TO CATV SYSTEM 



SELECT DIGITAL 
CHANNEL TO TEST 



SELECT SIGNAL 
STANDARD 



CONVERT TO 
BASEBAND 



DIGITAL 
DEMODULATION 



•ANALYZE SIGNAL 
AND PROVIDE 
OUTPUT 



Fig. 6 



